


Front-End Punch 


It is mounted in a handy position 
for operating, and the great lever- 
age of the handle produces holes 
with ease. The slot in punch cast- 
ing is used to provide two gauges 
for locating Face-Nail hole align- 
ment. The conventional 12” lap 
is accomplished with full depth 
of slot. When 1” lap is required an 
8-D common nail is inserted in hole 
below punch-point which provides 
a suitable gauge. 


Angle Cuts 


THE NOTCHING ATTACH- 
MENT is an essential feature for 
making all angle and irregular cuts, 
such as fitting 
shingles around 
chimneys, doors, 
and windows. It 
ismounted onthe 
handle in a fa- 
vorable position for easy operating. 


MODEL 


-* 
— 
“A232” 
Tae 


CUTTING 
CAPACITY 


27 Inch 
27 Inch 
32 Inch 
32 Inch 
36 Inch 


MATERIAL IN 
KNIFE BARS 
Gray Iron 
Aluminum 
Gray Iron 
Aluminum 
Aluminum 


ALL MODELS ARE COMPLETELY EQUIPPED 





WEIGHT 
COMPLETE 


47 \bs. 
28 lbs. 
54 lbs. 
31 lbs. 
37 Ibs. 


Gray Iron— Aluminum 


Gray iron has proved through many 
years of hard use to be a very prac- 
tical material for knife bars in 
Asbestos Shingle Cutters. It em- 
bodies what is required for long life 
and uninterrupted service. 


NOW-Aluminum alloy castings 
tempered for high strength, tough- 
ness and rugged structural char- 
acteristics are also available. This 
material withstands all the stresses 
and impacts generally imposed on 
these tools and effects a weight re- 
duction of 43 per cent of the weight 
of the gray iron models of equal 


capacity. 


Adjustments 


Variation in thickness of shingles, 
condition of knife-edges and worn 
bearings all affect the performance 
of these cutters and may require re- 
adjustment of the upper knife. See 
paragraph on Knife Adjustments, 
also paragraph on Re-Setting Of Up- 
per Knife For Better Performance 
in our Descriptive Parts Price List. 


